
SPECIFICATION SHEET

TrackBusway : SLEEVED WHITE 
fixture : white

ITL38 GIMBAL - LED
PAR38L LED

LED ACCENTLIGHT



A B C

10 1/2” 5” 5 3/4”

APPLICATION DATA:CANDLEPOWER:  W and L are at 50% Candlepower
FC is initially at the center of the beam

ACCENTLIGHT

Lumens Per Zone

Zone Lumens %
0-10 238.7 28.2

10-20 319.0 37.7

20-30 138.0 16.3

30-40 53.5 6.3

40-50 34.3 4.1

50-60 31.0 3.7

60-70 19.3 2.3

70-80 9.9 1.2

80-90 3.5 0.4
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D C FC W L
5.0’ 0 126 2.1 2.1
7.5’ 0 55.8 3.1 3.1
10’ 0 31.4 4.2 4.2

12.5’ 0 20.1 5.2 5.2

D C FC W L
5.0’ 2.5 85 2.7 2.4
7.5’ 3.75 37.8 4 3.6
10’ 5 21.3 5.3 4.7

12.5’ 6.5 13.7 6.6 5.9

D C FC W L
3.0’ 4 59.3 2.2 3.4
4.0’ 5.25 33.4 2.9 4.5
5.0’ 6.5 21.5 3.6 5.6
6.0’ 8 14.8 4.3 6.8

D C FC W L
3.0’ 1.5 233 1.4 1.6
4.0’ 2 131 1.9 2.1
5.0’ 2.5 83.9 2.4 2.7
6.0’ 3 58.3 2.9 3.2

60° Vertical
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ITL38 GIMBAL - LED
PAR-38L

Busway Lamp Life (HRS) Type CRI Lamp lm Fixture lm Watts lm/w Beam CBCP (F) Finish Catalog Number

BR LED 50000 Accent 87 900 847 18 47 25° 3137
SV = Silver
BL = Black
WH = White

BR-ITL38-P38-120-(F)-(OC)

SPECIFICATION SHEET
V-9.0

Description:
-Specifically designed for accurate aiming and
position holding
-Lamp screws into socket holding
it firmly in place

Lamp:
-PAR38L LED

Socket:
-E26 Medium Base

Features:
-Strong construction
-Clean style
-Adjustable for precision aiming

Listing:
-ETL Listed to US and
Canadian Standards for Dry Locations


