
SPECIFICATION SHEET

TrackBusway : GALVANIZED 
fixture : grey

  BW DOWNLIGHT
'UNIBODY' STEEL with Parabolic Louver

LED DOWNLIGHT
BATWING DISTRIBUTION

SPECIFICATION SHEET



COEFFICIENTS of UTILIZATION - Zonal Cavity MethodCANDLEPOWER: 

RF Effective Floor Cavity Reflectance 0.20

RC 80 70 50

RW 70 50 30 0 70 50 30 0 50 30 20

0 1.02 1.02 1.02 1.02 1.00 1.00 1.00 .86 .95 .95 .95

1 .95 .91 .88 .85 .93 .89 .87 .75 .86 .84 .81

2 .87 .81 .75 .71 .85 .79 .74 .65 .76 .72 .69

3 .80 .71 .65 .60 .78 .70 .64 .56 .68 .63 .58

4 .73 .64 .56 .51 .71 .62 .56 .48 .60 .55 .50

5 .67 .57 .50 .44 .66 .56 .49 .42 .54 .48 .43

6 .62 .51 .44 .39 .61 .50 .43 .37 .49 .43 .38

7 .58 .46 .39 .34 .56 .46 .39 .33 .44 .38 .34

8 .54 .42 .35 .30 .52 .42 .35 .30 .41 .34 .30

9 .50 .39 .32 .27 .49 .38 .32 .27 .37 .31 .27

10 .47 .36 .29 .25 .46 .35 .29 .24 .34 .28 .24

4’ 82W

Lumens Per Zone

Zone Lumens %
0-10 300.1 3.8
10-20 843.3 10.8

20-30 1214.9 15.6

30-40 1348.2 17.3

40-50 1217.3 15.6

50-60 910.3 11.7

60-70 566.3 7.3

70-80 277.7 3.6

80-90 262.5 3.4
6940.6 100%

LITE LED LUMINAIRE, W/ WHITE 
PARABOLIC CROSS BAFFLE LOUVER (2" ON CENTER) AND FLAT FROSTED 

LIGHT WITH CLEAR ACRYLIC LENS AND 

UNV-2/830

1DRDM(PHI) -UNV-

E�ciency Lumens
Horizontal 
Spread

Vertical 
Spread

62.3% 6,716.1 146.2 146.9

39.9% 4,296.8 88.8 91

72.5% 7,816.7
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overlay, 2”O.C. louver spacing. 

LED DOWNLIGHTS
Fixture Boards

CRI Kelvin (K)
Finishes Louver Color

(LC)
Mnt Kit Color

(MK)
Fitter Options

(FT) Diffuser (D) Option 
Code: Catalog NumberTYPE Busway Type Length Lumens Watts lm/w Type No. Lumens Watts (F)

LED BWseries 
WIDE-SPREAD DOWNLIGHT
Lens & Louver

BR LED
4’ 7800 82.4 94.7

LED
4 10 K 82.4

80

L1 = 2700 K
L2 = 3000 K
L3 = 3500 K
L4 = 4000 K

WT = White
BL = Black
GR = Grey

WT = White
GR = Gray

WT = White
BL = Black
GV = Galv

2P= 2Pole
3P= 3Pole LL = Lens&Louver

U = 
Uplight 
Slots

BR-LED4-10K-BW-L2-WT-GV-2P-LL-U-2

8’ 15600 164.8 94.6 8 20K 164.8 BR-LED8-20K-BW-L2-WT-GV-2P-LL-U

LED Board

SPECIFICATION SHEET
V-9.0

Type:
- 4 board 4’, or 8 board 8’, LED downlight with 

     white aluminum reflector, white aluminum  
     parabolic cross baffle louver with 0.080 flat frosted 
     acrylic lens overlay, and 2” o.c. louver spacing.

Construction:
-20ga. cold rolled steel welded housing

Finish: 
-Baked Powder coated finish, paint after fabrication.

Colors:
-Three standard colors
     WT - Sky white (DuPont® PFW665S9)
     BL - Matte black (DuPont® UFB634S2)
     GR - Camaro silver (DuPont® UFA402M9)

Reflector:
-Enhanced white aluminum reflector(s) 
-90% reflectance

Louver:
-4’ white aluminum parabolic
cross baffle louver with 0.080 flat frosted 

     acrylic lens overlay, and 2” o.c. louver spacing.

-Two louvers per 8’ unit 

Driver:
-High Efficiency Drivers coupled with long-life LEDs

Lamp:
-560MM 48 LED linear module

Options:
BPL - Emergency Battery Pack, operates 10Watt LED 
load @18-48 VDC for 90 minutes

2. CONSTRUCTION : 20 ga. cold rolled steel welded housing.
3. FINISH : W
4. REFLECTOR : WR
5. LOUVER : WAPBL2IN/FFA080

2" O.C. louver spacing.Lift-N-Shift style. Louver installed by L.A. Lighting.
6. UP-LIGHT : U/CA

housing.
7. LUMEN PACKAGE : 11K - Nominal 11000 lumens package.
8. VOLTAGE : UNV - Universal voltage 120v thru 277v.
9. CRI/CCT : 830 - 80+ CRI, 3000k color temperature.

Los Angeles Lighting Mfg. Co.
10141 OLNEY ST. / EL MONTE, CA 91731
Tel : 626-454-8300 Fax : 626-454-8399 www.lalighting.com

CUSTOMER SUBMITTAL SHEET
ITEM # LCD1132 DESCRIPTION

JOB NAME APPROVED BYDESIGNED FOR

DATE
02-11-2016

CROSS SECTION

BACK PLATE

4_3/4"

4_3/8"

Pre-Wired Feeders 
installed.

7_1/8"

Nordstrom Rack-LED Architectural busSTRUT™

busSTRUS™ Invisible Feed Mounting Kit

36" O/C

48"

4_3/4"

MADE IN THE U.S.A.

Up-Light Slots

7_1/8"
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Nominal
Length

Lumen
Package

CCT Louver UP-LIGHT Delivered
Lumens

System
Watts

Luminaire
Efficacy

4' 11K 3000K WAPBL2IN/FFA080 U/CA 7800 LM 82.4 W 94.7 LPW
Note: System data above are based on 120V input voltage.

R2: 06-14-2016

4' White aluminum parabolic cross
baffle louver, two louvers per 8' unit.

48" L x 3/4" H x 2" O.C.

WAPBL2IN

2. CONSTRUCTION : 20 ga. cold rolled steel welded housing.
3. FINISH : W
4. REFLECTOR : WR
5. LOUVER : WAPBL2IN/FFA080

2" O.C. louver spacing.Lift-N-Shift style. Louver installed by L.A. Lighting.
6. UP-LIGHT : U/CA

housing.
7. LUMEN PACKAGE : 11K - Nominal 11000 lumens package.
8. VOLTAGE : UNV - Universal voltage 120v thru 277v.
9. CRI/CCT : 830 - 80+ CRI, 3000k color temperature.

11. FEEDER : DFG(1CIR) ™
supplied by customer. (#LF20-2-20-UNIV-WD-G)

DFG(2CIR) ™
supplied by customer. (#LF20-3-40-UNIV-WD-G)

SFW(1CIR) ™
supplied by customer. (#LF20-2-20-UNIV-WD-W-M )

SFW(2CIR) ™
supplied by customer. (#LF20-3-40-UNIV-WD-W-M)
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Nominal
Length

Lumen
Package

CCT Louver UP-LIGHT Delivered
Lumens

System
Watts

Luminaire
Efficacy

4' 11K 3000K WAPBL2IN/FFA080 U/CA 7800 LM 82.4 W 94.7 LPW
Note: System data above are based on 120V input voltage.

R2: 06-14-2016

4' White aluminum parabolic cross
baffle louver, two louvers per 8' unit.

48" L x 3/4" H x 2" O.C.

WAPBL2IN

2. CONSTRUCTION : 20 ga. cold rolled steel welded housing.
3. FINISH : W
4. REFLECTOR : WR
5. LOUVER : WAPBL2IN/FFA080

2" O.C. louver spacing.Lift-N-Shift style. Louver installed by L.A. Lighting.
6. UP-LIGHT : U/CA

housing.
7. LUMEN PACKAGE : 11K - Nominal 11000 lumens package.
8. VOLTAGE : UNV - Universal voltage 120v thru 277v.
9. CRI/CCT : 830 - 80+ CRI, 3000k color temperature.
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supplied by customer. (#LF20-2-20-UNIV-WD-G)
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Nominal
Length

Lumen
Package

CCT Louver UP-LIGHT Delivered
Lumens

System
Watts

Luminaire
Efficacy

4' 11K 3000K WAPBL2IN/FFA080 U/CA 7800 LM 82.4 W 94.7 LPW
Note: System data above are based on 120V input voltage.

R2: 06-14-2016

4' White aluminum parabolic cross
baffl e louver, two louvers per 8' unit.

48" L x 3/4" H x 2" O.C.

WAPBL2IN

HIGH OUTPUT LED

USA TrackBusway™is not responisble for changes in graphic materials. 

We reserve the right to change details of design, materials, and finish.

805 Hillsdowne Road

Westerville, Ohio 43081




